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ANENDMENT 1
31 October 1988

CABLES , ELECTRICAL,
(F LEXIULE, FLAT. UN5Nl ELDE0), (ROUND CON EN JCT13 R).

GENERAL SPECIFICATION FOR

This amendment forms a part of 141 L-C-490550, dated 8 Oct Ober 1985.
I and is approved for use by all Departments and Agencies of the

Department of Defense.
t

I PAGE 1

I ● Above the specification identifier, add the following measurement identifier:

PAGE 2

● 2.2, add the following:

“AMERICAN NATIONAL ST AN OAROS INSTITUTE (ANSI )

Y14.5 - Oimens{oning and toleranctng; Errata (000 Adopted)

(Application for copies should be addressed to the American National
Institute, 1430 8roadway, New York, NY 10010.)”

PAGE 6

● 3.25, delete and substitute the following:

Standards

When tested In accordance with 4.6.21, there shall be 00
~~~~~at?%%%~ i“s”lation and the insulation shrinkage sha71 be not greater

‘

than that specified in the applicable specification sheet (see 3 .1).”

I
The a“ttached insertable replac.em?nt pages listed below are replacements for
stipulated pages. Uhen the new pages have been entered in the document, fnsert
the amendment as the cover sheet to the specification.

Replacement page Page replaced

●3 3
I ●4 4
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MI L-C-490550
AMEN OMENT 2

4.4.1, last sentence, delete in its entirety. Add the following new paragraph:

“4.4 .1.1 Qualification extension. Qualification shall extend to all cables of
the same specif icatlon sheet with fewer conductors and the same type of
construct~on and coa tina. When aualifvina a different wire (AHG) size
construction, the sampl~ size shall co~si=t of two specimens 30 linear feet
(minimum] each of continuous unspl iced cable. Each specimen shall be subjected to
the qualification {n table 11 A.”

TABLE 11, delete and substitute:

- TAEILE 11.

~
Inspection

I

PAGE 7

Qualifica: Ion inspection.

i m

lVtsual and mechanical inspection, cable
I dimensions, and construction - - - - -
ilnsulat ion flaws-- ----------
10ielectric withstanding voltage- - - - -
Insulation resistance- - - - - - - - - -
lCo. ductor continuity - - - - - - - - - -
lCond.ctor resistance - - - - - - . . - -
Ilhermal shock --------- -----
lFlammabil icy --------- -----
I folding ------------ -----
lHigh-temperature aging - - - - - - - - -
(Strippab{lity - - - - - - - - - - - - - -
lSolderability - - - - - - - - - - - - - -
lFlex{ng endurance. - - - - . . - - - - -
Ifeoisture resistance- - - - - - - - - - -
ILOW pressure (maximum rated temperature)
lFungus resistance- - . - - - . - - - - -
lFluid immersion. - - - - - - . - - - - -
Ilear groove propagation- - - - - - - - -
10urability of identification - - - -- -
~Shrinkage ------------ ----

----
---

----
----
----
----
----
----
----
----
----
----
----
----
----
----

-“. -

----
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Requi rement i T’est
paragraph I paragraph

~
I

1.3

3.23
3.25

thru 3.
3.5
3.6
3.7
3.8
3.9
3.10
3.11
3.12
3.13
3.14
3.15
3.I6
3.17
3.18
3.19
::;;

I
4.3.31

I

I

I

4 .6.1
4. 6.3
4 .6.4
4. 6.5
4 .6.8
4 .6.6
4 .6.7
4. 6.9
4.6.10
4.6.11
4,6.12
4.6.13
4.6.14
4.6.15
4.6.16
4,6.17
4.6.18
4.6.19
4.6.20
4.6,21

--

.
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MI L- C.49055B
AMENDMENT 2

Add the following new table:

- TABLE 11A. Qualification inspection by extension.

I I
Inspection Requirement I Test

i paragraph I paragraph
I

I
Group I I I

Visual and mechanical inspection, cable / i
dimensions, and construction - - - - - - - - - 13.3 thru 3 .4.3.3 [ 4 .6.1

Insulati on flaws--- ----------- .-l 3.5 I 4. 6.3
Ot electric withstanding voltage- - - - - - - - - I 3.6 4.6.4
Insulation resistance- - - --- - - - - - - - - - 1 3.7 i !4. 6.5
Conductor continuity - - - - - - - - - - . . - - I 3.8 4.6.8
Conductor resistance - - - - - - - - - - - - - . I 3.9 i 4.6.6
Fol ding ---------- -----------1 3.12 4.6.10
Strfppabi lity ------- -----------1 3.14 I 4.6.12
Solderabi lity -------- --- .------/ 3.15 4.6.13
Flexing endurance ----- -----------1 3.16 ; 4.6.14
Tear groove propagation. - - - - - - - - - - - - I 3.21 4.6.19

I

PAGE 9

TABLE III, subgroup 1, visual and mechanical inspection, cable dimensions, and
construction, requirement para$raph: Delete ‘3.3 thru 3.4.3.3” and substitute
“3.3. thru 3.4.3.1, and 3.4.3.3 .

TABLE 111, subgroup 3, conductor size, requirement
and substitute “3.4.1”.

TABLE III, subgroup 3, flammability, delete in its

TABLE IV, add the following:

paragraph: Oelete “3.3.1”

entirety.

eaulrement I Test (
i Inspection I p~ragraph I paragraph I

.
I

T I
~Flammabi lity -------- -------’~1

I
3.11 I 4.6.9 I

I 1“

PAGE 10

4.6.4, line 2: Delete “section 8“ and substitute ‘section 6“.

PAGE 14

● 4.6.11, first paragraph, last line: Delete “3.1” and substitute “table 1A”. In
the second paragraph (on page 15). line 8, delete “3.1” and substitute
“ table 1A” .

PAGE 15

4.6.13, add the following:

‘d. MI L- ST D-202, method 208, 4.2 not appl icable. ”

3

I
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flIL-C-d9055B
AMENDMENT 2

PAGE 16 .,,,

4.6.16, sentence 1, delete and substitute: “Uhen running th{s test, the
specimen length shall be 26 *.062 inches long, unless otherwise specified. lfhen a
specimen length other than 26 *.062 inches is used, the insulation resistance and
dielectric withstanding voltage results shall be proportional to the specimen
length. The specfmen length shall be prepared by cutting both ends approximately
square. ”

The marg<ns of this arne”dment are marked with a“ asterisk to indicate where
changes [additions, modifications, corrections, delet{ons) from the previous
amendment were made. This was done as a convenience only and the Government
assumes no liabtlity whatsoever for any inaccuracies {n these notations.
Liidders and contractors are cautioned to evaluate the requirements Of this
document based on the entire content. irrespective of the marginal notations and
relationship to the last previous amendment.

CONCLUDING MATERIAL

Custodians:
Army - CR
Navy - AS
Afr Force - 85

Review activities:
Army - AR, AV, Ml
Navy - EC, OS
Air Farce - 99
OLA - Es, IS

Preparing act fvfty:
Army - CR

Agent:
OLA - ES

(Project 6145-1163)

User activities:
Army - AT, ME
Navy - SH

I

4

Source: https://assist.dla.mil -- Downloaded: 2016-11-16T20:57Z
Check the source to verify that this is the current version before use.


